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In the Claims: 




L (Ctirrently Amended) A sequence processor for providing access to a sequence of audio 
tegments accessible by an audio server, tMe audio segments comprising at least portions of 
network-related announcements to be played to a recipieirt t he sequence processor comprising 
computer-executable instructions embodjpd in a computer^adable medium for performing the 
steps comprising: 

(a) recei-'/ing a request for playing Ae a^equence of stered audio data segments, the 
sequence being identified by an audio identifier; 

(b) locating, in an audio server database, a provisioned the s equence of audio segments 
based on the audio identiiier; and 

(c) playing the sequence of audio segments to the recipient so that the recipient is 
apprised of at least one network-relatep announcement 




2. (Original) The sequence processoijof claim 1 wherein receiving a request includes receiving a 



request from a media gateway contro: 



protocol (MGCP) call agent. 



3. (Original) The sequence processor of claim 2 \^erein receiving a request includes receiving 
an MGCP Notif yRequest command f rom the call agent. 



: sequen ^ 



4. (Currently Amended) The 
includes transmitting the audio data 
wherein the gateway plays the sequejnce- 



processor of claim 1 '^^dierein playing the sequence 
5ackets to a gateway over a packet-based network, and 



5. (Currently Amended) The sequence 
playing the sequence of audio segments 



of audio 4ate segments wherein aad 



6. (Currently Amended) The sequeilce 
audio segments includes resolving tl 



: processor of claim 1 wherein receiving a request far 
1 includes receiving a request for playing tiie a sequence 
at least one of the audio segments is a variable- 



processor of claim 5 whereui playing the sequence of 
e variable into an audio d£to segment. 
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7. (Currently Acnended) A set processor for providing access to elements of a set of stored audio 
data, the set processor comprising computer-executable instructions embodied in a computer- 
readable medium for performing steps, cotnprising: 

(a) receiving a reques t geneiated by a network component, said request comprising a 
request t o play an audio segment to a recipient the audio segment relating to a network-related 
announcement, liie request including an audio identifier for identifying a set containing the audio 
segment and a selector fo r specifying sf member of the set corresponding to the audio segment; 
and 

(b) selecting the audio segmeiA to be played based on the audio identifier and the 
selector. 



(V 



8. (Original) The set processor of clfeim 7 wherein the set contains a plurality of levels of audio 
data qualifiers and the selector specifies a path through the levels that leads to the member 



corresponding to the audio segment 



t le ! 



9. (Currently Amended) The set processor 
levels of audio tlata qualiSers and 
selecting the audio data segment to 
specified by the selector imd 



to be played. 



of claim 7 wherein the set contains a plurality of 
selector specifies a partial path through the levels and 
3© played includes traversing the levels in ^ an order 
supplying de&ult paths through levels not specified by the selector. 



10. (Currently Amended) The set i rocessor of claim 7 wherein receiving a request to play an 
audio data segment includes receivj ng a request fix)m a media gateway control protocol (MGCP) 



call agent. 

1 1 . (Currently j^ended) The set j 
audio data segnient includes receivj 
agent. 



rocessor of claim 10 wherein receiving a request to play an 
an MGCP NotifyRequest command fi*om Ae MGCP call 



12. (Currently Amended) A variable processor for providing access to stored audio data 
segments corresponding to variableslfthe variable processor comprising computer-executable 
instnictiotis embodied in a computer\readable medium for performing steps, comprising: 
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(a) recd^dng a request to play a sequeace of audio data segments, the sequence adapted to 
convey a network^related announcement to p recipient audio dota ^ the request including a 
variable; and 

(b) determining whether the variaWe is an embedded variable; 

(c) in response to determining thai the variable is an embedded variable, resolving a 
$eq\ience of audio data segments containing the variable and resolving the variable; and 

(d) playing the sequence includidg the variable, 

13, (Original) The variable processor of claim 12 comprising, in response to determining that 
the variable is not an embedded variabie, resolving the variable into at least one audio data 
segment based cn at least one of type Jsubtype, and value of the variable. 



14. (Original) The variable processor of claim 13 wherein the variable is a multilanguage 
variable and wherein resolving the v£ riable includes selecting audio data segments to be played 
based on a language specified by the variable. 



1 5, (Original) The variable processcp 
variable and wherein resolving the 
based on a language specified by the 



of claim 12 wherein the variable is a multilanguage 
viable includes selecting audio data segments to be played 
variable. 



16. (Currently Amended) The varia >le processor of claim 12 wherein receiving a request to play 
the sequence au i iio data includes rec :iving a request including a variable and a selector and 
resolving the variable includes ident fying a set containing an audio data segment to be played. 



17. (Currently /Vmended) The 
audio data segment to be played 



basi 



18. (Currently Amended) The 
the sequence audio data ijicludes 
resolving the va-iable includes ideni 



variable processor of claim 16 further c omprising identifying the 
on the selector. 



variaple processor of claim 13 wherein receiving a request to play 
receiving a request includmg a variable and a selector, wherein 
ing a set containing an audio data segment to be played. 
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19. (Original) 'me variable processor of claim 1 8 comprising identifying the audio data segment 
to be played based on the selector. 

20-32, (Canceled). 

33-35. (Canceled). 



So 



36. (Currently Amended) A ^uence processor for providing access to a sequence of audio 
segments accessible by an audio server, the audio segments comprising at least portions of 
network-related announcements to be played to a recipient t he sequence processor comprising: 

(a) means for receiving a request for playing a the sequence of stored audio data 
segments, the sequence beii g identified by an audio identifier; 

(b) meaiis for locati ig, in an audio server database, a provisioned sequence of audio 
segments based on the audi o identifier; and 

(c) means for piayiiig the sequence of audio segments to the recipient so that tfic recipient 
is apprised of at least one aetwork-relatcd announcement 



comprises meacs for rece 
agent. 



37- (Original) ITie sequel ce processor of claim 36 wherein the means for receiving a request 



ving a request fiom a media gateway control protocol (MGCP) call 



38. (Currently .Amended i 
sequence includes means 
packet-based network, and 



39. (Original) The 
includes means for 
for playing the t;equence 
audio data segment 



The sequence processor of claim 36 wherein the means for playing the 
for transmitting the audio segments data pack e ts to a gateway over a 
id.wherein the gateway plays the sequence. 



sequence processor of claim 36 wherein the means for receiving a request 
receiving a sequence including at least one variable and wherein the means 
of audio segments includes means for resolving the variable Into an 
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40. (Currently Amended) A set processed for providing access to elements of a set of stored 
audio data, the set procesiior comprisi 

(a) means for receiving a reque^ generated by a network componenL requesting to play 
an audio segment to a recipient the aiiflio segment comprising at least a portion of a network- 
related announcement to be plaved to/a recipient the request including an audio identifier for 
identifying a set containing the audiqf segment and a selector for specifying a member of the set 
corresponding t> the audio segment/and 

(b) means for selecting the «pdio segment to be played based on the audio identifier and 
the selector. 



09 



41. (Currently vNinended) The set/processor of claim 40 wherein the set contains a plurality of 
levels of audio data qualLaers and/the selector specifies a path through the levels that leads to the 
member corresponding tc- the audpo segment to be played, wherein the means for selecting the 
audio segment to be played to th( recipient user includes means for traversing the set based on 
the path specified by the selector 

42. (Currently ^Amended) The sc t processor of claim 4i- 40 wherein the set contains a plurality of 
levels of audio data qualifiers an d the selector specifies a partial path through the levels and the 
means for selecting the audio da a segment to be played includes means for traversing the levels 
in the order specified by ihe sek ctor and supplying default paths through the levels not specified 
by the selector. 

43. (Currently .Amended) A vai iable processor for providing access to stored audio data 
segments corresponding 1:0 varii bles, the variable processor comprising: 

(a) means for receiving 1 1 request to play a sequence of audio segments, the sequence 



adapted to convey a network-rdiated announcement to a recipient aadiodato , the request 



including a multilanguajge varii 
be played;-Md 

(b) means for resolving 
based on the language specifiec 



(c) means for playing th ^ audio data segment. 



3le specifying a language in which the audio sequence dala is to 

the multilanguage variable into at least one audio segment 
in the request; and 
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44. (Cuirently Amended) The vai table processor of claim 43 wherein the means for resolving 
the multilanguage variabls includes means for selecting audio 4a*ft segments having inflections 
in accordance ^ith the language s jecified in the request. 



processor 



of claim 43 comprising means for qualifying the 
resoMng the multilanguage variable using a selector. 



45. (Original) ITie variable 
multilanguage variable after 

46-48. (Canceled). 

49-51. (Canceled). 



52. (Currently .Amended) A me thod for accessing stored audio data comprising; 



(a) transmitting a reques C 



to an audio server for playing stored audio data, the request 



including an audio identifler idi ntifying a sequence of audio segments to be played; 

(b) locating, in an audio server database, a sequence of provisioned audio segments 
conesponding to the audio idenifier; and 

(c) playing the sequence of audio segments to a recipient to convey a network-related 
aimouncement. 



53. (Original) The method of c 
transmitting a n^quest from a 
server. 



aim 52 wherein transmitting a request to an audio server includes 
mfcdia gateway control protocol (MGCP) call agent to an audio 



54. (Currently Amended) The 
segments to the user includes 
packet-based network. 



(a) transmitting a reques 
incluHinfT le^.fft a portion of a 



] nethod of claim 52 wdierein playing the sequence of audio 
ding the sequence of audio segments to the Recipient user over a 



Si ni 



55. (Currently Amended) A me thod for accessing stored audio data comprising: 



to an audio server to play an audio segmen t, the audio segment 
etwork-r elated announcement to be played to a recipient the 
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request including an audio identifier 4or identifying a set containing the audio segment and a 
selector for specifying a member of yie set corresponding to the aiwJio segment; and 

(b) selecting the audio segment to be played based on the audio identifier and the 
selector. 

56. (Original) 7'he methcd of claiifa 55 wherein transmitting a request to an audio server 
comprises transmitting a request jHom a media gateway control protocol (MGCP) call agent to 
the audio server. 



09 



57. (Original) ITie method of cla&m 55 wherein the set contains a plurality of levels of audio data 
qualifiers and the selector specifies a path through the levels that leads to the member 
corresponding to the audio segnlent to be played. 



58. (Original) iTie method of ^ 
qualifiers and the selector spec: 



im 55 wherein the set contains a plurality of levels of audio data 



: fies a partial path through the levels and selecting the audio data 
segment to be played includes ' raversing the levels in the order specified by the selector and 
supplying defattlt paths tirrougli levels not specified by the selector. 



c< mputer-readable medium having stored thereon a set data 
comprising: 

co4taining an audio identifier representing a set containing a plurality 
segments compri '^inp; at least portions of network-related 



59. (Currently .tended) A 
structure, the set data structure 

(a) a first data field 
of members representing audit 

announcements to be played tp a recipien t data to b e relay e d ; and 



(b) a second data field 



60. (Currently Amended) At 

(a) an interface card 
segment s, the audio data 



f 5r 



containing a selector for selecting one of the members in the set. 



segi nent: 



audio server comprising: 
receiving a request for playing a sequence of stored audio data 
3 comprising at least portions of network-related 



annnuncements to be nlaved to a recipient, tlie sequence bemg identified by an audio identifier, 



(b) an audio server d4tabase embodied in a memory device storing provisioned sequences 
of audio data segments; ^md 
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(c) a processor programmed extract a sequence of audio segments from the audio 
server database using the audio ideruifier in the request. 




61. (Currently /Xmended) The audib server of claim 60, comprising at least one digital signal 
processing (DSP) card foj converti ig the sequence of audio data segments e5Ctracted from the 
audio server database into a fonna for playing to the recipient an e nd us e r . 

62- (Original) 7'he audio servesr o: claim 60. Therein the audio server database includes sets 
havii^ members represertting aud o data segments, and each of the members being selectable by 
a selector, and ^vherein the procea sor is programmed to locate a set in the audio server database 
based on an audio identifier receiyed in a request and to locate a member in the set based on the 
selector received in a request. 

63. (Currently .Amended) A processor for providing access to audio data segments accessible by 
an audio server, the procttssor cojtiprising computer-executable instructions embodied in a 
computer-readable mediitm for p forming steps comprising: 

(a) receiving a request foj playing audio data segment s, the audio data segments 
comprising at least a portion of a network-related announcement to be plaved to a recipient the 
request including at least one parameter for identifying the audio data segments; 

(b) locadng, in ar. audio server database, the audio data segments based on the parameter; 

and 

(c) playing the audio seiments. 



64. (Original) 'fhe proce ssor df claim 63, wherein the parameter is an audio identifier for 
identifying a sequence of audit data segments, and wherein locating the audio data segments 
includes locating the sequencd of audio data segments based on the audio identifier. 



65. (Original) The processor 
segments includes receiving 
data segments and a 



of claim 63, wherein receiving a request for playing audio data 
reqxiest including an audio identifier for identifying a set of audio 
selector [for selecting members of the set, and wherein locating the audio 
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segments in the audio server dat^ase includes locating the segments based on the audio 
identifier and the selector. 



66. (Original) The processor o: 
locating the audio data segment^ 
an audio data segment. 



67, (Currently .tended) An 



i udio server package comprising: 



detect or perform an action, 1h< ^ 
for instructing the audio rservei 
(b) a first pararaet:er as. 
detects or performs the action 



claim 63, wherein the parameter is a variable, and i^iierein 
in the audio server database includes resolving the variable into 



(a) an e\'ent symbol rec ognizable by an audio server for instructing the audio server to 



event symbol incltiding a play announcement parameter symbol 
to play aa* a network-related a imoimcemcnt; 
lociatcd with the event symbol for defining how the audio server 
the first parameter including an announcement parameter for 
indicating the network-related a nnomicement to be played; and 

(c) an audio identifier associated with the armouncement parameter for uniquely 
identifying an audio segment including the network-related announcement to be played. 

68. (Original) ^Ihe audio ser ^er package of claim 67 comprising a variable parameter associated 



with the play announcement 



parameter for instructing the audio server to resolve a variable into 



an audio identifier and pJay the announcement specified by the audio identifier. 

69. (Original) fhe audio sei ver package of claim 67 comprising a set parameter and a selector 
parameter associated with H e play announcement parameter for mstructing the audio server to 
access a set of stored audio segments andlocate the audio segment containing the announcement 
to be played based on the selector. 
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